
IC-215P-AA2 MicroTouch (KDS)

IC-215P-AA2 MicroTouch 
(KDS) 

Description

The IC-215P-AA2 MicroTouch (KDS) 
equipped with Rockchip’s latest 

architecture, the RK3399 combining 

low power consumption and high-

performance computing into one 

integrated PC. The CPU’s 

performance combined with the 

ultra-slim aesthetic of this AiO 

works well in any environment. 

Loaded with the latest Android OS, 

9.0 and Google Mobile Services, for 

easy plug-n-play functionality 

creates the opportunity for your 

team to easily incorporate this 

model into a new or existing 

application.

Specifications

Size

21.5” TFT LCD

Processor 

Rockchip RK-3399, Dual-core Cortex-A72 up 

to 1.8GHz, Quad-core Cortex-A53 up to 

1.4GHz

Maximum Resolution

1920 x 1080

Contrast Ratio

1000:1

Aspect Ratio

 16:9

Brightness

250 nits (No Touch), 225 nits (P-CAP)

View Angle

H:178*, V:178*

Display Surface

7H Hardness durable glass

Operating System Support

OS - Android 9.0

Physical Properties

Power Supply 

Max. 60W (12V, 5V) External Power 

Adapter

Speaker

2 x 2W

Material

Plastic, Glass, SECC Metal

Housing Color

Dark Gray

Dimensions (W x H x D) mm 

510.96mm x 308.01mm x 37.9mm

Net Weight (kg)

4.0kg

Gross Weight (kg)

6.2kg
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